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Steam cookers 

Explanatory notes
—/○/▯ not available/optional/available 
1)	 Values calculated according to the applicable standard EN 50304/60350
2)	 For built-in appliances, see the dimension information in the instructions and the brochure.
3)	 For appliances that are to be built into units, make sure the unit is able to bear the weight of the appliance.
4)	 With a standard load in each cooking space.
5)	 With a standard load in each cooking space.
6)	 See EU Regulation 66/2014, Annex II, section 1
7)	 For some built-under appliances: 43.9 cm
Note: Data in table correct as at 01/2020. Subject to technical changes. 

Brand name V-ZUG Ltd

Model designation CombiSteamer V6000 45 CombiSteamer V6000 45F CombiSteamer V4000 45 CombairSteamer V6000 60 CombairSteamer V2000 60 Steamer V4000 45 Combi-Steam MSLQ 60

Efficiency and consumption 1)

Energy efficiency rating� From A+++ (better) to D (worse) A++ A++ A++ A+ A+ — A

Energy consumption, conventional 5)� kWh/cycle — — — 0.69 0.69 — 0,79

Energy consumption, hot air/convection 6)� kWh/cycle 0.46 0.46 0.46 0.62 0.62 — 0,67

Standby consumption while switched on/off � W 1.00/0.50 1.00/0.50 1.00/0.50 1.00/0.5 1.00/0.5 1.00/0.5 0,95/0,10

Energy consumption, pyrolytic self-cleaning� kWh/cycle — — — — — — —

Number of cooking spaces 1 1 1 1 1 1 1

Volume per cooking space� L 48 48 48 69 69 48 55

Performance characteristics 1)

Max. temperature setting for top/bottom heat, convection� °C — — — 230 230 — 230/230

Temperature in steam mode� °C 30–100 30–100 30–100 30–100 30–100 30–100 30–100

Microwave output power� W — — — — — — 700

Usable grill area� cm2 — — — 1100 1100 — 1100

Usable cooking space volume� L 48 48 48 69 69 48 55

Appliance dimensions 2) 

Height� cm 45,4 45,4 45,4 59,8* 59,8* 45,4 59,8

Width� cm 59,7 59,7 59,7 59,7 59,7 59,7 59,6

Depth (from unit front)� cm 56,9 56,9 56,9 56,9 56,9 56,9 56,9

Depth with door open (from unit front)� cm 33,9 33,9 33,9 48,3 48,3 33,9 44,0

Empty weight 3)�

Appliance weight SMS 55/EURO 60� kg 34 35 34 40 40 34 52

Features

Warranty 2 years

Oven� small/medium/large medium medium medium large large medium medium

Internal dimensions	 height/width/depth� cm 27,8/44,5/38,4 27,8/44,5/38,4 27,8/44,5/38,4 39,3/45,8/38,5 39,3/45,8/38,5 27,8/44,5/38,4 31,9/43,75/39,2

Lighting/window LED /▯ LED /▯ ▯/▯ LED /▯ ▯/▯ ▯/▯ ▯/▯

Top and bottom heat — — — ▯ ▯ — ▯

Convection — — — — — — —

Hot air ▯ ▯ ▯ ▯ ▯ — ▯

Steam ▯ ▯ ▯ ▯ ▯ ▯ ▯

Microwave — — — — — — ▯

Catalytic cleaning — — — — — — —

Pyrolytic cleaning — — — — — — —

Grill element fitted/retrofittable —/— —/— —/— ▯/— ▯/— —/— ▯/—

Grill motor/convection grilling —/— —/— —/— —/▯ —/▯ —/— —/▯

Clock timer/timer ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯

Appliance drawer/heatable appliance drawer —/— —/— —/— —/— —/— —/— —/—

Electrical connection

Max. rated power� kW 3,7 3,7 3,7 3,7 3,7 3,7 3,7/5,7

Max. total connected load� kW 3,7 3,7 3,7 3,7 3,7 3,7 3,7/5,7

Voltage� V 230~ 230~ 230~ 230~ 230~ 230~ 230~/400 2N~ 

Fuse� A 1×16 1×16 1×16 1 ×16 1×16 1×16 1x16/1x25/2x16A

Safety and service

Country of origin CH

Serviced by V-ZUG Ltd

Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug

*	 also available as an appliance with drawer/heatable drawer, height 76 cm.
***	 This data can be found at v-zug.com
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Brand name V-ZUG Ltd

Model designation CombiSteamer V6000 45 CombiSteamer V6000 45F CombiSteamer V4000 45 CombairSteamer V6000 60 CombairSteamer V2000 60 Steamer V4000 45 Combi-Steam MSLQ 60

Efficiency and consumption 1)

Energy efficiency rating� From A+++ (better) to D (worse) A++ A++ A++ A+ A+ — A

Energy consumption, conventional 5)� kWh/cycle — — — 0.69 0.69 — 0,79

Energy consumption, hot air/convection 6)� kWh/cycle 0.46 0.46 0.46 0.62 0.62 — 0,67

Standby consumption while switched on/off � W 1.00/0.50 1.00/0.50 1.00/0.50 1.00/0.5 1.00/0.5 1.00/0.5 0,95/0,10

Energy consumption, pyrolytic self-cleaning� kWh/cycle — — — — — — —

Number of cooking spaces 1 1 1 1 1 1 1

Volume per cooking space� L 48 48 48 69 69 48 55

Performance characteristics 1)

Max. temperature setting for top/bottom heat, convection� °C — — — 230 230 — 230/230

Temperature in steam mode� °C 30–100 30–100 30–100 30–100 30–100 30–100 30–100

Microwave output power� W — — — — — — 700

Usable grill area� cm2 — — — 1100 1100 — 1100

Usable cooking space volume� L 48 48 48 69 69 48 55

Appliance dimensions 2) 

Height� cm 45,4 45,4 45,4 59,8* 59,8* 45,4 59,8

Width� cm 59,7 59,7 59,7 59,7 59,7 59,7 59,6

Depth (from unit front)� cm 56,9 56,9 56,9 56,9 56,9 56,9 56,9

Depth with door open (from unit front)� cm 33,9 33,9 33,9 48,3 48,3 33,9 44,0

Empty weight 3)�

Appliance weight SMS 55/EURO 60� kg 34 35 34 40 40 34 52

Features

Warranty 2 years

Oven� small/medium/large medium medium medium large large medium medium

Internal dimensions	 height/width/depth� cm 27,8/44,5/38,4 27,8/44,5/38,4 27,8/44,5/38,4 39,3/45,8/38,5 39,3/45,8/38,5 27,8/44,5/38,4 31,9/43,75/39,2

Lighting/window LED /▯ LED /▯ ▯/▯ LED /▯ ▯/▯ ▯/▯ ▯/▯

Top and bottom heat — — — ▯ ▯ — ▯

Convection — — — — — — —

Hot air ▯ ▯ ▯ ▯ ▯ — ▯

Steam ▯ ▯ ▯ ▯ ▯ ▯ ▯

Microwave — — — — — — ▯

Catalytic cleaning — — — — — — —

Pyrolytic cleaning — — — — — — —

Grill element fitted/retrofittable —/— —/— —/— ▯/— ▯/— —/— ▯/—

Grill motor/convection grilling —/— —/— —/— —/▯ —/▯ —/— —/▯

Clock timer/timer ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯

Appliance drawer/heatable appliance drawer —/— —/— —/— —/— —/— —/— —/—

Electrical connection

Max. rated power� kW 3,7 3,7 3,7 3,7 3,7 3,7 3,7/5,7

Max. total connected load� kW 3,7 3,7 3,7 3,7 3,7 3,7 3,7/5,7

Voltage� V 230~ 230~ 230~ 230~ 230~ 230~ 230~/400 2N~ 

Fuse� A 1×16 1×16 1×16 1 ×16 1×16 1×16 1x16/1x25/2x16A

Safety and service

Country of origin CH

Serviced by V-ZUG Ltd

Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug
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Electric ovens and electric cookers 

Brand name V-ZUG Ltd

Model designation Combair V6000 60 Combair V6000 60P Combair V6000 45 Combair V6000 45P Combair V4000 60 Combair V4000 60P Combair V4000 45 Combair V4000 45P Combair V2000 60 Combair V2000 45

Category/Type of appliance Ovens Ovens

Efficiency and consumption 1)

Energy efficiency rating� From A+++ (better) to D (worse) A+ A+ A+ A+ A A A A A A

Energy consumption, conventional 5)� kWh/cycle 0.71 0.73 0.59 0.60 0.85 0.86 0.74 0.75 0.85 0.74

Energy consumption, hot air/convection 6)� kWh/cycle 0.65 0.68 0.56 0.57 0.79 0.8 0.70 0.70 0.79 0.70

Standby consumption while switched on/off � W 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5

Energy consumption, pyrolytic self-cleaning� kWh/cycle — 3.1 — 2.5 — 3.1 — 2.5 — —

Number of cooking spaces 1 1 1 1 1 1 1 1 1 1

Volume per cooking space� L 69 69 43 43 69 69 43 43 69 43

Performance characteristics 1)

Max. temperature setting for top/bottom heat, convection� °C 280 300 280 300 280 300 280 300 280 280

Temperature in steam mode� °C — — — — — — — — — —

Microwave output power� W — — — — — — — — — —

Usable grill area� cm2 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100

Usable cooking space volume� L 69 69 43 43 69 69 43 43 69 43

Appliance dimensions 2) 

Height� cm 59,8* 59.8* 45,4 45,4 59,8* 59,8* 45,4 45,4 59,8* 45,4

Width� cm 59,7 59,7 59,7 59,7 59,7 59,7 59,7 59,7 59,7 59,7

Depth (from unit front)� cm 56,9 56,9 56,9 56,9 56,9 59,9 56,9 56,9 56,9 56,9

Depth with door open (from unit front)� cm 48,3 48,3 33,9 33,9 48,3 48,3 33,9 33,9 48,3 33,9

Empty weight 3)�

Appliance weight SMS 55/EURO 60� kg 37 46 32 35 36 40 31 33 36 31

Features

Warranty

Oven� small/medium/large large large medium medium large large medium medium large medium

Internal dimensions	 height/width/depth� cm 39,3/45,8/38,5 39,3/45,8/38,5 24,9/44,5/38,5 24,9/44,5/38,5 39,3/45,8/38,5 39,3/45,8/38,5 24,9/44,5/38,5 24,9/44,5/38,5 39,3/45,8/38,5 24,9/44,5/38,5

Lighting/window LED /▯ LED /▯ LED /▯ LED /▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯

Top and bottom heat ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯

Convection — — — — — — — — — —

Hot air ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯

Steam — — — — — — — — — —

Microwave — — — — — — — — — —

Catalytic cleaning — — — — — — — — — —

Pyrolytic cleaning — ▯ — ▯ — ▯ — ▯ — —

Grill element fitted/retrofittable ▯/— ▯/— ▯/— ▯/— ▯/— ▯/— ▯/— ▯/— ▯/— ▯/—

Grill motor/convection grilling —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯

Clock timer/timer ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯

Appliance drawer/heatable appliance drawer —/— —/— —/— —/— —/— —/— —/— —/— —/— —/—

Electrical connection

Max. rated power� kW 3,4 3,4 3 3 3,4 3,4 3 3 3,4 3,4

Max. total connected load� kW 3,4 3,4 3 3 3,4 3,4 3 3 3,4 3,4

Voltage� V 230~ 230~ 230~ 230~ 230~ 230~ 230~ 230~ 230~ 230~

Fuse� A 1×16 1×16 1×16 1×16 1×16 1×16 1×16 1×16 1×16 1×16

Safety and service

Country of origin CH

Serviced by V-ZUG Ltd

Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug

Explanatory notes
—/○/▯ not available/optional/available 
1)	 Values calculated according to the applicable standard EN 50304/60350
2)	 For built-in appliances, see the dimension information in the instructions and the brochure.
3)	 For appliances that are to be built into units, make sure the unit is able to bear the weight of the appliance.
4)	 With a standard load in each cooking space.
5)	 With a standard load in each cooking space.
6)	 See EU Regulation 66/2014, Annex II, section 1
7)	 For some built-under appliances: 43.9 cm
Note: Data in table correct as at 01/2020. Subject to technical changes. 

*	 also available as an appliance with drawer/heatable drawer, height 76 cm.
***	 This data can be found at v-zug.com
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Brand name V-ZUG Ltd

Model designation Combair V6000 60 Combair V6000 60P Combair V6000 45 Combair V6000 45P Combair V4000 60 Combair V4000 60P Combair V4000 45 Combair V4000 45P Combair V2000 60 Combair V2000 45

Category/Type of appliance Ovens Ovens

Efficiency and consumption 1)

Energy efficiency rating� From A+++ (better) to D (worse) A+ A+ A+ A+ A A A A A A

Energy consumption, conventional 5)� kWh/cycle 0.71 0.73 0.59 0.60 0.85 0.86 0.74 0.75 0.85 0.74

Energy consumption, hot air/convection 6)� kWh/cycle 0.65 0.68 0.56 0.57 0.79 0.8 0.70 0.70 0.79 0.70

Standby consumption while switched on/off � W 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5 1.00/0.5

Energy consumption, pyrolytic self-cleaning� kWh/cycle — 3.1 — 2.5 — 3.1 — 2.5 — —

Number of cooking spaces 1 1 1 1 1 1 1 1 1 1

Volume per cooking space� L 69 69 43 43 69 69 43 43 69 43

Performance characteristics 1)

Max. temperature setting for top/bottom heat, convection� °C 280 300 280 300 280 300 280 300 280 280

Temperature in steam mode� °C — — — — — — — — — —

Microwave output power� W — — — — — — — — — —

Usable grill area� cm2 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100

Usable cooking space volume� L 69 69 43 43 69 69 43 43 69 43

Appliance dimensions 2) 

Height� cm 59,8* 59.8* 45,4 45,4 59,8* 59,8* 45,4 45,4 59,8* 45,4

Width� cm 59,7 59,7 59,7 59,7 59,7 59,7 59,7 59,7 59,7 59,7

Depth (from unit front)� cm 56,9 56,9 56,9 56,9 56,9 59,9 56,9 56,9 56,9 56,9

Depth with door open (from unit front)� cm 48,3 48,3 33,9 33,9 48,3 48,3 33,9 33,9 48,3 33,9

Empty weight 3)�

Appliance weight SMS 55/EURO 60� kg 37 46 32 35 36 40 31 33 36 31

Features

Warranty

Oven� small/medium/large large large medium medium large large medium medium large medium

Internal dimensions	 height/width/depth� cm 39,3/45,8/38,5 39,3/45,8/38,5 24,9/44,5/38,5 24,9/44,5/38,5 39,3/45,8/38,5 39,3/45,8/38,5 24,9/44,5/38,5 24,9/44,5/38,5 39,3/45,8/38,5 24,9/44,5/38,5

Lighting/window LED /▯ LED /▯ LED /▯ LED /▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯

Top and bottom heat ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯

Convection — — — — — — — — — —

Hot air ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯

Steam — — — — — — — — — —

Microwave — — — — — — — — — —

Catalytic cleaning — — — — — — — — — —

Pyrolytic cleaning — ▯ — ▯ — ▯ — ▯ — —

Grill element fitted/retrofittable ▯/— ▯/— ▯/— ▯/— ▯/— ▯/— ▯/— ▯/— ▯/— ▯/—

Grill motor/convection grilling —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯

Clock timer/timer ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯

Appliance drawer/heatable appliance drawer —/— —/— —/— —/— —/— —/— —/— —/— —/— —/—

Electrical connection

Max. rated power� kW 3,4 3,4 3 3 3,4 3,4 3 3 3,4 3,4

Max. total connected load� kW 3,4 3,4 3 3 3,4 3,4 3 3 3,4 3,4

Voltage� V 230~ 230~ 230~ 230~ 230~ 230~ 230~ 230~ 230~ 230~

Fuse� A 1×16 1×16 1×16 1×16 1×16 1×16 1×16 1×16 1×16 1×16

Safety and service

Country of origin CH

Serviced by V-ZUG Ltd

Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug
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Model name Vacuum drawer Warming drawer

Type designation VacuDrawer V6000 14 WarmingDrawer V4000 14 WarmingDrawer V4000 16 WarmingDrawer V4000 22 WarmingDrawer V4000 28 WarmingDrawer V4000 31

Appliance dimensions

External dimensions (height × width × depth)� mm 142 × 596 × 547 142 × 596 × 547 160 × 596 × 547 218 × 596 × 547 281 × 596 × 547 310 × 596 × 547

Internal dimensions (height × width × depth)� mm 95 × 350 × 285 98 × 515 × 457 116 × 515 × 457 174 × 515 × 457 236 × 515 × 457 236 × 515 × 457

Volume� dm3 7,8 23 27,3 41 55,5 55,5

Empty weight� kg 25 17 17,5 18,5 21 22

Electrical connection

Power supply 220–240 V~ 50/60 Hz 230 V~ 50 Hz 230 V~ 50 Hz 230 V~ 50 Hz 230 V~ 50 Hz 230 V~ 50 Hz 

Connected load 320 watt 810 watt 810 watt 810 watt 810 watt 810 watt

Fuse 10 A 10 A 10 A 10 A 10 A 10 A

Power cable 1.7 m with plug 1.7 m with plug 1.7 m with plug 1.7 m with plug 1.7 m with plug 1.7 m with plug

Safety and service

Complies with Swiss safety requirements ƒ Tested by Electrosuisse

Country of origin SK

Warranty 2 years

Serviced by V-ZUG Ltd

Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug

Vacuum and warming drawers 
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Coffee-Centers 

Company or brand name V-ZUG Ltd

Type of appliance Fully automatic

Model name CoffeeCenter V6000 45

Model designation COC6T645

Consumption figures

Energy efficiency rating 1)� A+++ (better) to D (worse) A

Annual energy consumption 1)� kWh 64

Energy-saving function ▯

Programmable automatic shut-off� mins 15–180 

Performance characteristics for 

Fully automatic machines ▯

Capsule machines/single-serve machines —

Portafilter machines —

Hot water jet ▯

Steam jet ▯

Cappuccino frothing jet ▯

Hot chocolate function —

Construction type

Free-standing —

Built-in unit ▯

Dimensions 2)

Height� cm 454

Width� cm 596

Depth� cm 412

Empty weight� kg 23

Technical data

Power supply (electrical connection as specified on identification plate)

Voltage� V 230 V~ 50 Hz

Power� W 1350

Capacity

Water reservoir� l 2,3

Bean container� g 350

Milk reservoir� l 0,5

Coffee/milk spout

Height adjustable from/to� cm 8,5 —14

Safety and service

Complies with Swiss safety requirements ƒ Tested by Electrosuisse

Country of origin I

Warranty 2 years

Serviced by V-ZUG Ltd

Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug

Explanatory notes
▯	Available/Yes
—	 Not available/No
1)	 Values calculated according to the applicable FEA measurement procedures.
2)	 Niche dimensions for built-under appliances. Further measurements may be found in the bro-

chure.

Note: Data in table correct as at 01/2020. Subject to technical changes.  
The energy label on displayed appliances will show the current data.
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CookTop (formerly Toptronic, Induction) hobs

Model Normal 
frame

Oversize 
frame

DualDesign Weight
in kg

Appliances
External dimensions

W/D in mm

Cutout in worktop
W/D in mm

Power supply
Connected load

Declaration on
Power supply

Alternative  
Power supply

CookTop V4000 I402 ▯ 6,5 384 × 501 390 × 507/Auflagenmass: 373 × 490 230 V~ 3700 W 16 A
Operating voltage: 230 V~,

1 phase wire/neutral wire/protective 
earth wire

CookTop V6000 I905 ▯ 18,5 897 × 501 903 × 507/internal cutout: 886 × 490 400 V3N~ 11 100 W 16 A Operating voltage: 230 V~, 
3 phase wire/neutral wire/protective 

earth wire

400 V 2N~ 7400 W 16 A
3 x 230 V~ 7400 W 16 ACookTop V6000 I906 FullFlex ▯ 26 897 × 501 903 × 507/internal cutout: 886 × 490 400 V3N~ 11 100 W 16 A

CookTop V6000 I705 FullFlex ▯ 18,4 691 × 501 697 × 507/internal cutout: 680 × 490 400 V2N~ 7400 W 16 A
Operating voltage: 230 V~, 

2 phase wire/neutral wire/protective 
earth wire

3 × 230 V~ 7400 W 16 A
230 V~ 7400 W 32 A

CookTop Teppan Yaki I40 ▯ 8 384 × 501 390 × 507/internal cutout: 373 × 490 230 V~ 2800 W 16 A
Operating voltage: 230 V~,

1 phase wire/neutral wire/protective 
earth wire

CookTop V4000 I904 ▯ 12 880 × 380 886 × 386/internal cutout: 869 × 369 400 V2N~ 7400 W 16 A

Operating voltage: 230 V~,
2 phase wire/neutral wire/protective 

earth wire

3 × 230 V~ 7400 W 16 A
230 V~ 7400 W 32 A

CookTop V2000 I804 ▯ 12 761 × 501 767 × 507/internal cutout: 750 × 490 400 V2N~ 7400 W 16 A

Fusion ▯ 23,5 761 × 501 767 × 507/internal cutout: 750 × 490 400 V2N~ 7400 W 16 A

CookTop V4000 I604 ▯ 10,5 571 × 501 577 × 507/internal cutout: 560 × 490 400 V2N~ 7400 W 16 A

CookTop V2000 I604 ▯ 11,5 571 × 501 577 × 507/internal cutout: 560 × 490 400 V2N~ 7400 W 16 A

CookTop V4000 I302 ▯ 5,5 281 × 501 287 × 507/internal cutout: 270 × 490 230 V~ 3700 W 16 A Operating voltage: 230 V~,
1 phase wire/neutral wire/protective 

earth wireCookTop Wok I40 ▯ 9 384 × 501 390 × 507/internal cutout: 373 × 490 230 V~ 3000 W 16 A

Gas hobs
Company or brand name V-ZUG Ltd

Model GAS951GSAZ GAS951GSBZ GAS641GSBZ GAS421GSAZ GAS421GBSZ GAS411GSAZ GAS411GSBZ GAS731GKBZ GAS321GKBZ GAS311GKBZ

Type

Installation 
Top-mounted or flush-fitting ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯ ▯

Operation Slider Slider Slider Slider Slider Slider Slider Knobs Knobs Knobs

Technology Gas Gas Gas Gas Gas Gas Gas Gas Gas Gas

Output� kW 13.5 13.5 7.5 5.25 5.25 6 6 9.95 5.25 5.2

Output � MJ/h 52.5 52.5 28.5 18 18 24 24 18 24 52.5

Number of power settings 9 9 9 9 9 9 9 Fully adjustable Fully adjustable Fully adjustable

Appliance size (W × D × H)� mm 897 × 501 × 98 897 × 501 × 98 571 × 501 × 98 384 × 501 × 98 384 × 501 × 98 384 × 501 × 98 384 × 501 × 98 691 × 501 × 88 281 × 501 × 88 281 × 501 × 88

Recess size for top-mounted (W × D)� mm 886 × 490 886 × 490 560 × 490 373 × 490 373 × 490 373 × 490 373 × 490 680 × 490 270 × 490 270 × 490

Recess size for flush-fit (W × D)� mm 903 × 507 903 × 507 577 × 507 390 × 507 390 × 507 390 × 507 390 × 507 697 × 507 287 × 507 287 × 507

Net weight� kg 24,6 24,4 16,8 9,6 10,5–10,8 11,4 10,9 17,8 8,9–9 9,5–9,6

Electrical connection

Voltage� V 220–240 220–240 220–240 220–240 220–240 220–240 220–240 220–240 220–240 220–240

Frequency� Hz 50–60 50–60 50–60 50–60 50–60 50–60 50–60 50–60 50–60 50–60

Connection value� W <20 <20 <20 <20 <20 <20 <20 <20 <20 <20

Fuse� A 2 2 2 2 2 2 2 2 2 2

Length of power cable� cm 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7

Safety and service

Country of origin AT

Guarantee 2 years

Name and address of provider V-ZUG Ltd, Industriestrasse 66, 6302 Zug, Switzerland
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Range hoods 

Brand name V-ZUG

Model designation DSTS9 DSMS GKD46TIMASZ AiroClearIsland
V6000

Category/Type of appliance Downdraft hood Hob hood Fusion Island hood

Efficiency and consumption 1)

Annual energy consumption (AEC hood)� kWh/annum 62,1 40,4 50.2 38,9

Energy efficiency rating� From A++ to E B A B A+

Fluid dynamic efficiency (FDE hood)� 27,1 31,6 25.9 36,3

Fluid dynamic efficiency rating� From A to G B A B A

Performance 2) 

Lighting efficiency (LE hood)� A (better) to G (worse) 29,9 — — 28

Lighting efficiency rating � From A to G B — — A

Grease separation� % 70 75,1 84.3 89,5

Grease separation rating� From A to G D C C B

Performance data – extraction 2)  3)

Min. extraction air flow rate � m3/h 280 370 66 247

Max. extraction air flow rate� m3/h 420 500 371 452

Intensive extraction air flow rate� m3/h 670 590 582 675

Min. noise level – extraction � dB(A) 49 62 28 38

Max. noise level – extraction � dB(A) 57 67 63 52

Noise level – intensive extraction � dB(A) 69 70 68 63

Consumption when switched off 5)� W 0,49 0,49 0,49 0,49

Consumption in standby (without info display) 5)

Min. pressure capacity – extraction � Pa 450 320 10 146

Max. pressure capacity – extraction � Pa 530 520 454 346

Pressure capacity – intensive extraction � Pa 540 700 703 355

Performance data – recirculation 

Min. recirculation air flow rate� m3/h 155 265 16 210

Max. recirculation air flow rate� m3/h 330 355 350 389

Intensive recirculation air flow rate� m3/h 670 420 521 570

Min. noise level – recirculation � dB(A) 43 265 31 41

Max. noise level – recirculation � dB(A) 60 355 66 56

Noise level – intensive recirculation � dB(A) 76 420 75 68

Lighting

Total output (hob lighting)� W 1 × 6 — — 4 × 2

Light intensity 2)� lux 171 — — 225

Type� LED — — LED

Appliance dimensions 4)

Width� cm 88 11 76.1 120

Height� cm 105,1 90 206 5,5

Depth� cm 12 50,1 50,1 70

Min. clearance above hob – electric/gas� cm — — — 65/50

Empty weight (incl. all filters)� kg 35 14 23.5 35

Electrical connection

Total connected load (for 230 V/50 Hz) � W 270 140 400 138

Extraction/recirculation mode ▯/▯ ▯/▯ ▯/▯ ▯/▯

Controls	 Internal/external ▯/— ▯/— ▯/— ▯/○

Operation Touch Touch Touch Touch

Power settings� Number/stepless 3 + i/— 3 + i/— 9 + i/— 3 + i/—

Safety and service

Country of origin I I A I

Name and address of supplier

Serviced by

Features

Warranty

Air vent, diameter� mm 150 150 150 150

Air vent, position side side side top

Non-return flap integrated/included —/▯ —/▯ —/▯ —/▯

No. of filters� Metal/combi 2/— 1/— 2/— 3/—

Power regulation	 Electromechanical/electronic —/▯ —/▯ —/▯ —/▯

Motor output� W 1 × 270 1 × 145 1 × 145 1 × 130

Explanatory notes
—/○/▯ not available/  

optional/available

1)	 Values calculated according to the 
applicable labelling standard EU 
65/2014 

2)	 Values calculated according to EN 
61591

3) 	 Sound power level in dB(A)  
re 1 pW according to EN 60704-3

4) 	 See the manufacturer’s detailed 
dimension sketches

5) 	 According to applicable regulation 
EU 66/2014 on the ecodesign of 
products 

	 Note: Data in table correct as at 
01/2021.  
Subject to technical changes.
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Range hoods 

Brand name V-ZUG Ltd

Model designation 
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Category/Type of appliance Wall hood Glass pull-out/flat pull-out/integrated range hood

Efficiency and consumption 1)

Annual energy consumption (AEC hood) � kWh/annum 38,9 38,9 43,9 43,9 31,2 31,2 44,9 44,9

Energy efficiency rating� From A++ to E A+ A+ A A A+ A+ A A

Fluid dynamic efficiency (FDE hood)� 36,3 36,3 33,1 33,1 34,7 34,7 34,4 34,4

Fluid dynamic efficiency rating� From A to G A A A A A A A A

Performance 2)

Lighting efficiency (LE hood) 28 33 42,2 42,2 28 28 21 17

Lighting efficiency rating � From A to G A A A A A A B C

Grease separation� % 89,5 89,5 78 78 78 78 66 66

Grease separation rating� From A to G B B C C C C D D

Performance data – extraction   2)  3)

Min. extraction air flow rate � m3/h 247 247 304 304 247 247 240 240

Max. extraction air flow rate� m3/h 452 452 591 591 452 452 537 537

Intensive extraction air flow rate� m3/h 675 675 704 704 653 653 625 625

Min. noise level – extraction � dB(A) 38 38 49 49 38 38 46 46

Max. noise level – extraction � dB(A) 52 52 64 64 53 53 53 53

Noise level – intensive extraction � dB(A) 63 63 67 67 69 69 66 66

Consumption when switched off 5)� watt 0,49 0,49 0,43 0,43 0,49 0,49 0,49 0,49

Consumption in standby (without info display) 5)

Min. pressure capacity – extraction � Pa 146 146 452 452 149 149 432 432

Max. pressure capacity – extraction � Pa 346 346 527 527 346 346 542 542

Pressure capacity – intensive extraction � Pa 355 355 551 551 355 355 599 599

Performance data – recirculation

Min. recirculation air flow rate� m3/h 210 210 290 290 215 215 165 165

Max. recirculation air flow rate� m3/h 389 389 538 538 392 392 368 368

Intensive recirculation air flow rate� m3/h 570 570 587 587 566 566 384 384

Min. noise level – recirculation � dB(A) 41 41 55 55 42 42 51 51

Max. noise level – recirculation � dB(A) 56 56 66 66 57 57 68 68

Noise level – intensive recirculation � dB(A) 68 68 68 68 69 69 71 71

Lighting�

Total output (hob lighting)� W 3 × 2 2 × 2 2 ×2 2 × 2 2 × 2 2 × 2 1 × 7 1 × 7

Light intensity 2)� lux 196 124 113 113 147 119

Type � (LED/halogen/FL) LED LED LED LED LED LED LED LED

Appliance dimensions 4)

Width� cm 120 90 86 56 89,8 59,8 90 60

Height� cm 5,5 5,5 2,5 2,5 4,6 4,6

Depth� cm 55 55 32 32 30–34,8 30–34,8 28–34,6 28–34,6

Min. clearance above hob – gas/electric� cm 65/50 65/50 65/50 65/50 65/50 65/50 65/43 65/43

Empty weight (incl. all filters)� kg 29 25,5 18 15 27,1 21,8 16 14

Electrical connection

Total connected load (for 230 V/50 Hz) � W 136 134 265 265 134 134 207 207

Extraction/recirculation mode 7) ▯/▯ 7) ▯/▯ 7) ▯/▯ ▯/▯ ▯/▯ 7) ▯/▯ 7) ▯/▯ 7) ▯/▯ 7)

Controls	 Internal/external ▯/○ ▯/○ ▯/— ▯/— ▯/○ ▯/○ ▯/— ▯/—

Operation Touch Touch Buttons Buttons Touch/pull out Touch/pull out Buttons Buttons

Power settings� Number/stepless 3+i/— 3+i/— 3+i/— 3+i/— 3+i/— 3+i/— 3+i/— 3+i/—

Safety and service

Country of origin I I I I I I I I

Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug

Serviced by V-ZUG Ltd   

Features

Warranty 2 Jahre

Air vent, diameter� mm 150 150 150 150 150 150 150 150

Air vent, position top top top/right top/right top top top top

Non-return flap integrated/included —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ ▯/— ▯/—

No. of filters� Metal/combi 4/— 3/— 2/— 1/— 3/— 1/— 1/— 1/—

Power regulation	 Electromechanical/electronic —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯

Motor output� WMotor output� W 1 1 ×× 130 130 1 1 ×× 130 130 1 1 ×× 130 130 1 1 ×× 130 130 1 1 ×× 200 200 1 1 ×× 200 200

Explanatory notes
—/○/▯ not available/  

optional/available

1)	 Values calculated according to the 
applicable labelling standard EU 
65/2014 

2)	 Values calculated according to EN 
61591

3) 	 Sound power level in dB(A)  
re 1 pW according to EN 60704-3

4) 	 See the manufacturer’s detailed 
dimension sketches

5) 	 According to applicable regulation 
EU 66/2014 on the ecodesign of 
products 

	 Note: Data in table correct as at 
01/2021.  
Subject to technical changes.
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Brand name V-ZUG Ltd
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Category/Type of appliance Wall hood Glass pull-out/flat pull-out/integrated range hood

Efficiency and consumption 1)

Annual energy consumption (AEC hood) � kWh/annum 38,9 38,9 43,9 43,9 31,2 31,2 44,9 44,9

Energy efficiency rating� From A++ to E A+ A+ A A A+ A+ A A

Fluid dynamic efficiency (FDE hood)� 36,3 36,3 33,1 33,1 34,7 34,7 34,4 34,4

Fluid dynamic efficiency rating� From A to G A A A A A A A A

Performance 2)

Lighting efficiency (LE hood) 28 33 42,2 42,2 28 28 21 17

Lighting efficiency rating � From A to G A A A A A A B C

Grease separation� % 89,5 89,5 78 78 78 78 66 66

Grease separation rating� From A to G B B C C C C D D

Performance data – extraction   2)  3)

Min. extraction air flow rate � m3/h 247 247 304 304 247 247 240 240

Max. extraction air flow rate� m3/h 452 452 591 591 452 452 537 537

Intensive extraction air flow rate� m3/h 675 675 704 704 653 653 625 625

Min. noise level – extraction � dB(A) 38 38 49 49 38 38 46 46

Max. noise level – extraction � dB(A) 52 52 64 64 53 53 53 53

Noise level – intensive extraction � dB(A) 63 63 67 67 69 69 66 66

Consumption when switched off 5)� watt 0,49 0,49 0,43 0,43 0,49 0,49 0,49 0,49

Consumption in standby (without info display) 5)

Min. pressure capacity – extraction � Pa 146 146 452 452 149 149 432 432

Max. pressure capacity – extraction � Pa 346 346 527 527 346 346 542 542

Pressure capacity – intensive extraction � Pa 355 355 551 551 355 355 599 599

Performance data – recirculation

Min. recirculation air flow rate� m3/h 210 210 290 290 215 215 165 165

Max. recirculation air flow rate� m3/h 389 389 538 538 392 392 368 368

Intensive recirculation air flow rate� m3/h 570 570 587 587 566 566 384 384

Min. noise level – recirculation � dB(A) 41 41 55 55 42 42 51 51

Max. noise level – recirculation � dB(A) 56 56 66 66 57 57 68 68

Noise level – intensive recirculation � dB(A) 68 68 68 68 69 69 71 71

Lighting�

Total output (hob lighting)� W 3 × 2 2 × 2 2 ×2 2 × 2 2 × 2 2 × 2 1 × 7 1 × 7

Light intensity 2)� lux 196 124 113 113 147 119

Type � (LED/halogen/FL) LED LED LED LED LED LED LED LED

Appliance dimensions 4)

Width� cm 120 90 86 56 89,8 59,8 90 60

Height� cm 5,5 5,5 2,5 2,5 4,6 4,6

Depth� cm 55 55 32 32 30–34,8 30–34,8 28–34,6 28–34,6

Min. clearance above hob – gas/electric� cm 65/50 65/50 65/50 65/50 65/50 65/50 65/43 65/43

Empty weight (incl. all filters)� kg 29 25,5 18 15 27,1 21,8 16 14

Electrical connection

Total connected load (for 230 V/50 Hz) � W 136 134 265 265 134 134 207 207

Extraction/recirculation mode 7) ▯/▯ 7) ▯/▯ 7) ▯/▯ ▯/▯ ▯/▯ 7) ▯/▯ 7) ▯/▯ 7) ▯/▯ 7)

Controls	 Internal/external ▯/○ ▯/○ ▯/— ▯/— ▯/○ ▯/○ ▯/— ▯/—

Operation Touch Touch Buttons Buttons Touch/pull out Touch/pull out Buttons Buttons

Power settings� Number/stepless 3+i/— 3+i/— 3+i/— 3+i/— 3+i/— 3+i/— 3+i/— 3+i/—

Safety and service

Country of origin I I I I I I I I

Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug

Serviced by V-ZUG Ltd   

Features

Warranty 2 Jahre

Air vent, diameter� mm 150 150 150 150 150 150 150 150

Air vent, position top top top/right top/right top top top top

Non-return flap integrated/included —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ ▯/— ▯/—

No. of filters� Metal/combi 4/— 3/— 2/— 1/— 3/— 1/— 1/— 1/—

Power regulation	 Electromechanical/electronic —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯ —/▯

Motor output� WMotor output� W 1 1 ×× 130 130 1 1 ×× 130 130 1 1 ×× 130 130 1 1 ×× 130 130 1 1 ×× 200 200 1 1 ×× 200 200

Dishwashers 

Explanatory notes
▯	Available/Yes
—	 Not available/No
1)	� Values calculated in standard 

ECO programme according to 
the applicable standard EN 
50242 

2)	� Values measured in standard 
ECO programme according to 
the applicable standard IEC 
60704-2-3 

3)	� Niche dimensions for built-in 
appliances. Further measure-
ments may be found in the 
brochures. 

4)	� Information about switching 
options may be found in the 
brochures, where applicable. 

*	 With cutlery drawer.
	
Note: Data in table correct as at 
01/2021. Subject to technical 
changes. 

Brand name V-ZUG Ltd

Model designation GS V6000 
heat pump GS V6000 OptiLift GS V6000 Vi

cutlery drawer GS V6000 Vi GS V4000 Vi  
cutlery drawer GS V4000 i/Vi GS V2000 i/Vi

Capacity (place settings) 1) � Number 13 13* 14 13 14 13 13

Efficiency and consumption Eco programme Eco programme Eco programme Eco programme Eco programme Eco programme Eco programme

Energy efficiency rating 1) � from A to G A B/C* C B C C C

Energy consumption per 100 cycles in eco programme 1) � kWh 48 69/73* 71 63 73 73 73

Energy consumption per cycle in eco programme 1)� kWh 0,48 0.69/0.73* 0,71 0.63 0.73 0,73 0,73

Energy consumption on standby (switched on/switched off) � W 0,1 0,1 0,1 0,1 0,1 0,1 0,1

Water consumption per cycle in eco programme 1)� L 8.6 6,5/6,7* 6.7 6.5 9.3 9.8 9.8

Drying performance index 1)�  from A to G A A A A A A A

Cleaning performance index 1)�  from A to G A A A A A A A

Performance features 

Duration (ECO programme) 1)� mins 358 345/390* 390 345 390 355 355

Automatic switch-off time� mins 0 0 0 0 0 0 0

Noise level rating � A–D B A A A A B A

Noise level (built-in appliance) 2)�  dB (A) re 1pw 42 38 38 38 38 42 42

Construction type

Built-in unit ▯ ▯ ▯ ▯ ▯ ▯ ▯
Floor-standing appliance with worktop — — — — — — —

Floor-standing appliance that can be built under worktop — — — — — — —

Eye-level ▯ ▯ ▯ ▯ ▯ ▯ ▯
Decorative option — — ▯ ▯ ▯ ▯ ▯
Integrated — — ▯ ▯ ▯ ▯ ▯
Fully integrated ▯ ▯ ▯ ▯ ▯ ▯ ▯

Appliance dimensions 3)

Height� cm 87 — 91 76,5 — 96,9 76,5 — 96,9 76,5 — 96,9 76,5 — 96,9 76,5 — 96,9 76,5 — 96,9

Width� cm 60 60 60 60 60 60 60

Depth (including wall clearance)� cm 58 58 58 58 58 58 58

Height for build-under� cm 78,3 — 84,8 78,3 — 84,8 78,3 — 84,8 78,3 — 84,8 78,3 — 84,8 78,3 — 84,8 78,3 — 84,8

Depth when door open� cm 116,5 116,5 —123 116,5 —123 116,5 —123 116,5 —123 116,5 —123 116,5 —123

Height adjustable� mm 40 116 116 116 116 116 116

Empty weight� kg 62 — 67 46 — 55 46 — 55 46 — 55 46 — 55 46 — 55 46 — 55

Electrical connection

Voltage (50 Hz, V)� V 230 230 230 230 230 230 230 

Connected load 4)� kW 3.2 3.2 3,2 3,2 3,2 2,2 2,2

Fusing 4)� A 16 16 16 16 16 10 10

Water supply

Pressure hose G ¾ "� m 1,5 1,5 1,5 1,5 1,5 1,5 1,5

Can be connected to cold/hot water supply� C° 60 60 60 60 60 60 60

Water pressure� bar 1 —10 1 —10 1 —10 1 —10 1 —10 1 —10 1 —10

Water outlet � m 1,5 1,5 1,5 1,5 1,5 1,5 1,5

Safety and service

Country of origin CH CH CH CH CH CH CH

Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug

Serviced by V-ZUG Ltd

Features

Number of wash programmes 12 12 12 12 9 8 6

Heat pump ▯ — — — — — —

ergoPlus cutlery drawer ▯ ▯ — ▯ ▯ —

LED interior lighting ▯ ▯ ▯ ▯ ▯ ▯ —

Automatic door opener ▯ ▯ ▯ ▯ ▯ ▯ ▯

Adjustable baskets/multiple heights ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/▯

Plain text display ▯ ▯ ▯ ▯ ▯ ▯ ▯

Water hardness control ▯ ▯ ▯ ▯ — — —

Turbidity sensor ▯ ▯ ▯ ▯ ▯ ▯ ▯

SteamFinish ▯ ▯ ▯ ▯ ▯ — —

Automatic programme ▯ ▯ ▯ ▯ ▯ ▯ ▯

Fondue/Raclette programme ▯ ▯ ▯ ▯ ▯ ▯ —

Sprint/Party programme ▯/▯ ▯/▯ ▯/▯ ▯/▯ ▯/— — —

Everyday Short programme ▯ ▯ ▯ ▯ ▯ — —

Hygiene programme ▯ ▯ ▯ ▯ ▯ ▯ —

Glass programme ▯ ▯ ▯ ▯ ▯ ▯ ▯

All-in-one setting ▯ ▯ ▯ ▯ ▯ ▯ ▯

Active water stop ▯ ▯ ▯ ▯ ▯ ▯ ▯

Salt consumption per wash cycle/per place setting� g 7,1/0,55 5,6/0,40 5,6/0,40 5,4/0,42 5,6/0,40 8/0.61 8/0.61

Warranty� years 2 2 2 2 2 2 2
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Refrigerators and freezers

Brand name V-ZUG Ltd

Model designation CombiCooler V4000 
178NI Jumbo 60i Iglu 60i CombiCooler V6000 

Supreme
Cooler V6000  

Supreme
Freezer V6000 

Supreme
Category/Type of appliance Refrigerators/freezers
Type � Built-in Built-in Built-in Built-in Built-in Free-standing

Efficiency and consumption
Energy efficiency rating/efficiency index 9)� A to G C E E F E F
Energy consumption per year 1)� kWh/year 146 156 239 — — —
Energy consumption per year based on old standard 11)� kWh/annum — — — 337 138 348

Usable capacity
Total� L 282 307 216 561 626 541
 Fridge section � L 208 307 — 427 626 368
 Chill compartment� L — 94 — — — —
 Cellar compartment� L — — — — — —
 Wine compartment� No. of bottles — — — — — —
 Freezer compartment� L 74 — 216 134 — 173
Freezer star rating 2) ★ ★ ★ ★ ★ ★ ★ ★ ★ ★ ★ ★ ★ ★ ★ ★ — ★ ★ ★ ★

Frost-free fridge/freezer compartment (NoFrost)� ▯/▯ ▯/— —/▯ ▯/▯ ▯/— ▯/▯
Performance

Storage time in event of power outages 3)� h 14 — — — — —
Freezing capacity 4)� kg/24h 6 — 14 — — 12
Climate class SN–T SN-T SN-T SN–T SN–T SN–T
Ambient temperature (min. > max.)� °C 10 > 43 10 > 43 10 > 43 10 > 43 10 > 43 10 > 43
Noise level rating � A to D B C C — — —
Noise level 5)� dB (A) 35 37 37 42 41 42
Type of light source/efficiency rating� type/A to G LED/— LED/— LED/— LED/— LED/— LED/—

Construction type
Free-standing —/— —/— —/— — — ▯
Built-in (standard width) ▯/▯ —/▯ —/▯ ▯ —/▯ —/—
Built-under —/— —/— —/— — — —
Integrated 6) ▯ ▯ ▯ ▯ ▯ —
Number of exterior doors/pull-outs 2/— 1/— 1/— 1/1 1/— 2/—
Door hinge (l=left/r=right/e=either) l/r/e l/r/e l/r/e l/r l/r —
Decorative frame� Fitted/retrofittable —/— —/— — —/— — —/—

Appliance dimensions
Height� cm 177,6 177,0 177,0 205 205 175.6
Width� cm 54,8 55,9 55,9 88,7 89,9 91,0
Depth� cm 54,5 54,4 54,4 61 61 78,3

Niche dimensions 7) 

Height� cm 177,8 177,8 177,8 206 206 176
Width� cm 56 56 56 90 90 92
Depth� cm 55 55 55 65 65 62

Empty weight 8)� kg 71,4 74,7 82,2 191 168 162
Electrical connection

Voltage/frequency� V/Hz 220–240V~50Hz 220-240~50Hz 220–240 220–240V~50Hz 220–240V~50Hz 230
Power rating� W 140 — — 100 — 300
Fuse� A 10 — — — — 10

Safety and service
Country of origin CH DE DE IT IT CN
Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug
Serviced by V-ZUG Ltd

Features
Temperature setting controls Touch Touch Touch Touch Touch Touch
Temperature display on fridge ▯/— ▯/— —/— ▯ ▯/— ▯
Temperature display on freezer ▯/— —/— ▯/— ▯ — ▯
Freezer temperature adjustable —
 independently of refrigerator temperature ▯ — ▯ ▯ — ▯
 together with refrigerator temperature — — — — — —
Fast freeze switch with automatic reset ▯ — ▯ ▯ — —
Warning signal / Fault in freezer visual/acoustic — visual/acoustic visual/acoustic — visual/acoustic
Warning signal: door open visual/acoustic visual/acoustic visual/acoustic visual/acoustic visual/acoustic visual/acoustic
Refrigerator features
 Number of glass shelves 5 7 — 3 4 4
 Number of compartments in door 4 4 — 3 4 1
 Number of vegetable drawers 1 3 — 2 3 1
Freezer features
 Number of compartments 3 — — 2 — 6
 Number of baskets; containers; drawers 3 — 8 2 — 2
Water supply — — — ▯ — ▯
Aquastop — — — — — ○ (optional)
Warranty 2 years

Explanatory notes
—/○/▯	not available/optional/available
1)	� Annual energy consumption calculated 

according to EN 62552/2020  
There may be some variation in 
actual use.

2)	� * –6 °C or colder | 
*** –18 °C or colder  
** –12 °C or colder| 
**** –18 °C or colder and minimum 
freezing capacity

3)	� Time for temperature to reach -9 °C 
when freezer compartment is full. 
This will be more rapid if the freezer is 
only partly full 

4)	� Refer to the operating instructions for 
further information about capacities

5)	� Measured in dB(A) re 1pW according to 
the applicable standard EN 60704-2-14 

6)	� Can be integrated using a cabinet door 
7)	� See dimension sketches for required 

niche size 
8)	� Note the load-bearing capacity of the 

wall or the unit for the appliance AND its 
contents.

9)	� Energy efficiency rating/efficiency 
index calculated according to EN 
62552/2020.

10)	� Energy efficiency rating/efficiency index 
calculated according to DIN EN 153, 
1990 edition.

11)	� Annual energy consumption calculated 
according to DIN EN 153, 1990 edition.  
There may be some variation in 
actual use.

Note: Data in table correct as at 01/2021.
Subject to technical changes.
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Winecoolers 

Brand name V-ZUG Ltd

Model designation WineCooler V6000 Winecooler SL 60 Winecooler UCSL 60 WineCooler V6000 
Supreme

Category/Type of appliance Winecoolers
Type � Built-in Built-in Built-in Built-in

Efficiency and consumption
Energy efficiency rating/efficiency index 9)� A to G G G G G
Energy consumption per year 1) � kWh/annum 176 131 146 —
Energy consumption per year based on old standard 11) � kWh/annum — — — 173

Usable capacity
Usable capacity, total� L 271 144 94 341
Number of bottles, total � 0.75 83 36 34 72
Number of bottles, red wine zone� 0.75 40 36 34 36
Number of bottles, white wine zone� 0.75 40 36 34 36
Number of bottles, zone 3� 0.75 — — — —

Performance
Climate class SN SN–ST SN–ST SN–T
Ambient temperature (min. > max.)� °C 10>32 10 > 38 10 > 38 10 > 43
Noise level rating � A to D B C B —
Noise level 5)� dB (A) 32 39 35 41
Type of light source/efficiency rating� type/A to G LED/— LED/— LED/— LED/—

Construction type
Free-standing — — — —
Built-in (standard width) —/▯ —/▯ —/▯ —/▯
Built-under —/— —/— —/▯ —/—
Integrated 6) — — — ▯
Number of exterior doors/pull-outs 1/— 1/— 1/— 1/—
Door hinge (l=left/r=right/e=either) l/r l/r l/r/e l/r
Decorative frame available/retrofittable —/— —/— —/— —/—
This appliance is designed solely to store wine — — — —

Appliance dimensions
Height� cm 181,6 88,6 81,6 205
Width� cm 59,5 59,4 59,7 58,7
Depth� cm 57,2 56,6 57,1 61,5

Niche dimensions 7) 

Height� cm 178 87,4 82–87 206
Width� cm 56 56 60 56
Depth� cm 55 55 58 65

Empty weight 8)� kg 90 48 48 132,5
Electrical connection

Voltage/frequency� V/Hz 220–240 230 220–240 220–240
Power rating� W — 100 — —
Fuse� A — 10 — —

Safety and service
Country of origin A CH A IT
Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug
Serviced by V-ZUG Ltd

Features
Temperature setting controls Touch Buttons Touch Touch
Temperature display Interior Interior Interior Interior
Warning signal: door open visual/acoustic visual/acoustic visual/acoustic visual/acoustic
Warning signal: temperature visual/acoustic visual/acoustic visual/acoustic visual/acoustic
Warranty 2 years

Explanatory notes
—/○/▯	not available/optional/available
1)	� Annual energy consumption calculated 

according to EN 62552/2020. There 
may be some variation in actual use.

2)	� * –6 °C or colder | 
*** –18 °C or colder  
** –12 °C or colder| 
**** –18 °C or colder and minimum 
freezing capacity

3)	� Time for temperature to reach -9 °C 
when freezer compartment is full. 
This will be more rapid if the freezer is 
only partly full

4)	� Refer to the operating instructions for 
further information about capacities

5)	� Measured in dB(A) re 1pW according to 
the applicable standard EN 60704-2-14 

6)	� Can be integrated using a cabinet door 
7)	� See dimension sketches for required 

niche size 
8)	� Make sure the wall or unit is able to bear 

the weight of both the appliance AND the 
contents.

9)	� Energy efficiency rating/efficiency 
index calculated according to EN 
62552/2020.

10)	� Energy efficiency rating/efficiency index 
calculated according to DIN EN 153, 
1990 edition.

11)	� Annual energy consumption calculated 
according to DIN EN 153, 1990 edition.  
There may be some variation in 
actual use.

Note: Data in table correct as at 01/2021. 
Subject to technical changes. 
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RefreshButler				 

Company or brand name V-ZUG Ltd

Type of appliance Fabric care system with heat pump

V-ZUG product name REFRESHBUTLER V6000

Model name/number 14003

Consumption figures

Energy consumption

 Refresh 1) 2)� kWh/mins 0.87/80

 Refresh + Crease guard 3) 2)� kWh/mins 1,05/115

 Hygiene 2) 4)� kWh/mins 1,30/165

Drying at 60% residual moisture 5)

 Total energy consumption� kWh/mins 1,25/136

 Energy consumption per kg� kWh/kg 0,25

Performance features

Nominal capacity� max. kg 5

Construction type

Free-standing ▯

Built-in cupboard system ▯

Door hinge left

Dimensions

Height� cm 196

Width� cm 77,5

Depth� cm 57

Depth when door open� cm 1220

Empty weight� kg 170

System and features

Heat pump condensation system ▯

Operation Touch operation

Languages 4

Programme duration indicator ▯

Interior lighting LED

Delayed start� up to hrs 24

Timed refresh� ▯

Timed drying� ▯

Fresh water tank ▯

Condensate drainage tank ▯

Noise emissions 6)� dB(A) 52

Noise emissions 6) steaming phase� dB(A) 38

Photocatalysis ▯

Electrical connection

Voltage� V 230~

Frequency� Hz 50

Power ratings� kW 1,2

Fuse� A 10

Power cable� m 2,5

Safety and service

Complies with Swiss safety requirements ƒ Tested by Electrosuisse

Country of origin CH

Guarantee 2 years

Serviced by V-ZUG Ltd

Name and address of supplier V-ZUG AG, Industriestrasse 66, 6302 Zug

Legenda
▯	Verkrijgbaar of ja
—	 Niet verkrijgbaar of nee
1)	 Programma Opfrissen, fabrieksinstellingen, max. 1 kg
2.	 Gemiddeld energieverbruik per programma
3)	 Programma Opfrissen + Ontkreuken, fabrieksinstellingen, max. 1 kg
4)	 Programma Hygiëne, fabrieksinstellingen, max 1 kg
5)	� Waarden berekend overeenkomstig EN-norm 61121:2005, droogprogramma, volgela-

den, standaard droog – geen delicaat wasgoed, 5 kg IEC.
6)	 Programma Opfrissen, fabrieksinstellingen
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Energie-efficiëntie in een oogopslag
Met dit label ziet u in een oogopslag 
hoeveel energie uw toestel verbruikt. 
Onze toestellen behoren tot de hoogste 
energie-efficiëntieklassen.

A
B
C
D
E
F
G

V-ZUG AG

2019/2017

48 kWh

8,60 L13 x

5:55 ABCD

42dB

100

A
AS6T-41121

1096802-R02



Zwitserland, Australië, België, China, Frankrijk, Duitsland,
Israël, Italië, Libanon, Luxemburg, Nederland, Rusland,
Singapore, Turkije, Oekraïne en het Verenigd Koninkrijk.

Om te zien welke producten in uw land verkrijgbaar zijn,
verwijzen wij u naar de collectie van uw land.

De producten van V-ZUG zijn 
verkrijgbaar in

Volg ons!

@VZUGnl

@vzug_nl

@V-ZUG NEDERLAND

Voor meer informatie:

V-ZUG Nederland Showroom
V-ZUG @ the Concept Gallery Amsterdam
Pedro de Medinalaan 53
1086 XK Amsterdam
Tel. 020-4963046
info@conceptgallery.nl

Showroom geopend: di t/m zat  
van 10.00 tot 17.00 uur
Alleen te bezoeken op afspraak

V-ZUG Europe BV
Evolis 102
8530 Harelbeke-Kortrijk
België

Verkoop binnendienst
Tel.: +32 56 61 60 00
info.nl@vzug.com

Service afdeling
Tel.: 00800 850 850 00
service.nl@vzug.com

www.vzug.com


